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DC inverter
Air to Water Heat Pump
'a ™\
Model ASH-35CHW/MR
Power supply 220~240V/50Hz
Rated cooling capacity 7.2kW
Rated cooling input 2.6kW
Cooling capacity range 3.5~10kW
Cooling input power range 0.8~3.6kW
Rated heating capacity 10.8kW
Rated heating input 2.3kW
Heating capacity range 4.0~10kW
Heating input power range 0.7~3.6kW
Max.rated input power 4kW
Max.rated input current 16A
Shockproof class |
Waterproof class IPX4
Refrigerant/Charge R32/1.6kg
Max. pressure at high pressure side 4.2MPa
Max. pressure at low pressure side 2.2MPa
Exchanger max. operating 4 2MPa
Noise 58dB(A)
Net Weight T8kg
Dimension (WxH=D) 1000=860=390

"

o

NINGBO AOKOL HEAT PUMP TECHNOLOGY CO.LTD
Address:550 Kangzhuang South Road NingboZhefiang, China

Contains fluorinated greenhouse gases
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DC inverter
Air to Water Heat Pump
Model ASH-35CHW/FR
Power supply 220~240V/50Hz
Rated cooling capacity 7.2kW
Rated cooling input 2.6kW
Cooling capacity range 3.5~10kW
Cooling input power range 0.8~3.6kW
Rated heating capacity 10.8kW
Rated heating input 2.3kW
Heating capacity range 4.0~10kW
Heating input power range 0.7~3.6kW
Max.rated input power 4kW
Max.rated input current 16A
Shockproof class I
Waterproof class IPX4
Refrigerant/Charge R32/1.6kg

Max. pressure at high pressureside 4.2MPa
Max. pressure at low pressure side 2.2MPa

Exchanger max. operating 42MPa
Noise 58dB(A)
Net Weight 78kg
Dimension (WxH=D) 1000x860=390
Indoor Unit
Power supply 220~ 240V/50Hz
input power 160W
Auiliary electric power 3.0kW
Waterproof grade IPX4
Noise 30dB(A)
Weight 36kg
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NINGBO AOKOL HEAT PUMP TECHNOLOGY CO_LTD

Address 550 Kangzhuang South Road NingboZhepiang, China
Contains fluorinated greenhouse gases
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DC inverter
Air to Water Heat Pump
F ™
Model ASH-65CHW/MR
Power supply 380~415V 3N 50Hz
Rated cooling capacity 13.9kW
Rated cooling input 5.2kW
Cooling capacity range 51~14kW
Cooling input power range 1.6~6.2kW
Rated heating capacity 14.5kW
Rated heating input 4.TKW
Heating capacity range 6.2~18kW
Heating input power range 1.2-4.TkW
Max. rated input power T.0kW
Max. rated input current 1A 8
Shockproof class | —
Waterproof class IPX4
Refrigerant/Charge R32/2.1kg
Max. pressure at high pressure side 42MPa
Max. pressure at low pressure side 2.2MPa
Exchanger max. operating 4.2MPa
Noise 60dB(A)
Net Weight 115kg
Dimension(W < H < D) 1000 < 1387 = 390mm
LS o
NINGBO AOKOL HEAT PUMP TECHNOLOGY CO.LTD
Address:550 Kangzhuang South Road NingboZhejiang, China
Contains fluorinated greenhouse gases v
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DC inverter
Air to Water Heat Pump
Model ASH-65CHWIFR
Power supply 380~415V 3N 50Hz
Rated cooling capacity 13.9kW
Rated cooling input 5.2kW
Cooling capacity range 51~14kW
Cooling input power range 1.6~6.2kW
Rated heating capacity 14.5kW
Rated heating input 4.TkW
Heating capacity range 6.2~18kW
Heating input power range 1.2~4.TkW
Max. rated input power T.0kW
Max. rated input current 1A
Shockproof class |
Waterproof class IPX4 o
Refrigerant/Charge R32/2.1kg Q

Max. pressure at high pressure side 4.2MPa
Max. pressure at low pressure side 2.2MPa

Exchanger max. operating 4 2MPa
Noise 60dB(A)
Net Weight 115kg
Dimension(W < H D) 1000 < 1387 < 390mm
Indoor Unit
Power supply 220-240VI50Hz
Input power 220W
Auxiliary electric power 3.0kW
Waterproof grade IPX4
Noise 35dB(A)
Weight 45kg

NINGBO AOKOL HEAT PUMP TECHNOLOGY CO.LTD

Address 550 Kangzhuang South Road NingboZhegang, China
Contains fluorinated greenhouse gases
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Warningsticker BEBEATFE/Transparent self-adhesive, thickened 1 S /indoor unit

150*80mm

R32 @ DANGER
NO SMOKING
o
SRR NO NAKED LIGHTING
Safety Tips: Use mildly Flammable Refrigerants
- 150 R

Z #R/Name # Bi/Material EE/PCS {iL E/Position
RI2M L & 7 i [ &PET/White PET 1 HMILHLE foutdor unit
Warningsticker

150*124mm 150*80mm

WARNING NN - T onvcer

% Dangerous Voltage

*All Power Must be Disconnected before Main- NO SMOKING

tenance 8

*If the power is not disconnected before NO NAKED LIGHTING

maintenance, there is the risk of Electric Shock REFRIGERANT

N
A A I I E N I I O N — Safety Tips: Use mildly Flammable Refrigerants
A A
*Must Full fill the water tank before Turn on the machine for
the very first time.
*Please install the filter at the water inlet < 150 R
*The unit must be connected to the RATED electric power
supply.
*Make sure the unit and the water pump circulation system
operating normally, otherwise overpressure protection error (o 5 * —=
code will occur - DO NOT PUT FINGER OR
ANYTHING INTO THE AIR OUTLET
v A * THE UNIT COULD NOT BE Al @)
INSTALLED IN FLAMMABLE, Al o)
EXPLOSIVE,NON- VENTILATED
CAUTION £ NON- Ve
§ 150 . \ = - ]
) 62 55
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Notice:

If any misprint appears in the instruction, our company will not bear any
responsibility for the consequence therefrom. Please refer to the
nameplate when purchasing. The technical parameters above are for
reference only. The differences due to product updates will not have
additional notices.

NINGBO AOKOL HEAT PUMP TECHNOLOGY CO.,LTD

Address: Kangzhuang South Road No. 550,
Jiangbei District, Ningbo, Zhejiang, China

http: //www.aokol-e.com
e-mail:sales@aokol.com

AOKOL

Installation and Operation Instruction

Central Conditioning / Underfloor Heating Unit

o All installations must be performed by qualified professionals.

« Foryour convenience, please read the installation and operation
instructions and operate strictly per the requirements herein.

* Please keep the instructions for any unexpected need.

NINGBO AOKOL HEAT PUMP TECHNOLOGY CO.,LTD




